
THE K8™ PA CF

Product - Filaments

THE K8™ PA CF (Nylon) is a high-performance, carbon 
fiber-reinforced polyamide filament designed for demand-
ing applications. This material offers exceptional strength, 
stiffness, and heat resistance, making it ideal for creating 
durable, functional parts. With its excellent printability and 
low moisture absorption, this filament is easy to use and 
provides consistent results.

Temperature: 270℃-300℃
Printing speed: 40mm/s -80mm/s
Bed temperature: 70℃- 100℃
Cooling fan: OFF

Printing parameters

Materials properties

Available Colors

Weight Options

Engineering

“ High-Performance PA-CF for Advanced 3D 
Printing ”

THE K8™ OBC

Product - Filaments

THE K8™ OBC is a high-performance, polyolefin block 
copolymer-modified material that offers exceptional prop-
erties, including, low water absorption, flexibility and dura-
bility, chemical resistance and ultra-low density. Ideal for 
applications requiring a balance of strength, flexibility, and 
chemical resistance.

Temperature: 210℃ -240℃
Printing speed: 40mm/s -80mm/s
Bed temperature: 70℃- 90℃
Cooling fan: OFF

Printing parameters

Materials properties

Available Colors

Weight Options

Engineering

“ Lightweight, Durable, and Chemical-Resistant ”

1kg 500g 250g 1kg 500g 250g


